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Viscomat gear pump with pressure switch, to satisfy the need for
dispensing with a self priming, constant flow pump with automatic
turn off / on.
òÂÒÚÂÂÌ˜‡Ú˚È Ì‡ÒÓÒ VISCOMAT Ò ÂÎÂ ‰‡‚ÎÂÌËfl ‰Îfl
Á‡Ô‡‚ÍË Ò‡ÏÓÁ‡ÎË‚‡˛˘ËÏÒfl Ì‡ÒÓÒÓÏ Ò ÔÓÒÚÓflÌÌÓÈ
ÔÓËÁ‚Ó‰ËÚÂÎ¸ÌÓÒÚ¸˛ Ë Ò
‡‚ÚÓÏ‡ÚË˜ÂÒÍËÏ
‚ÍÎ˛˜ÂÌËÂÏ/ÓÚÍÎ˛˜ÂÌËÂÏ
‰‚Ë„‡ÚÂÎfl.

Self priming gear pump for
application with higher pressure and
medium flow rate.
Sintered steel gears with a specially
designed internal profile.
Mechanical seal.
ë‡ÏÓÁ‡ÎË‚‡˛˘ËÈÒfl
¯ÂÒÚÂÂÌ˜‡Ú˚È Ì‡ÒÓÒ ‰Îfl
‡·ÓÚ˚ Ò ‚˚ÒÓÍËÏ ‰‡‚ÎÂÌËÂÏ Ë
ÒÂ‰ÌÂÈ ÔÓËÁ‚Ó‰ËÚÂÎ¸ÌÓÒÚ¸˛.
òÂÒÚÂÌË ËÁ ÒÔÂ˜ÂÌÌÓÈ
ÒÚ‡ÎË, ‚ÌÛÚÂÌÌËÈ
ÔÓÙËÎ¸
ÒÔÂˆË‡Î¸ÌÓÈ
ÍÓÌÒÚÛÍˆËË.
åÂı‡ÌË˜ÂÒÍÓÂ
ÛÔÎÓÚÌÂÌËÂ.

Gear type models
¯ÂÒÚÂÂÌ˜‡Ú˚Â ÏÓ‰ÂÎË

AUTO ON/OFF
The immediate answer.
ÄÇíéåÄí
Çäã/éíäã
å„ÌÓ‚ÂÌÌÓÂ
Ò‡·‡Ú˚‚‡ÌËÂ

Vane type models
ÎÓÔ‡ÒÚÌ˚Â ÏÓ‰ÂÎË

Self priming vane pump for
application with higher flow rate
and medium pressure.
Sintered steel rotor with acetalic
resin vanes.
ë‡ÏÓÁ‡ÎË‚‡˛˘ËÈÒfl ÎÓÔ‡ÒÚÌ˚È
Ì‡ÒÓÒ ‰Îfl ‚˚ÒÓÍÓÈ
ÔÓËÁ‚Ó‰ËÚÂÎ¸ÌÓÒÚË
Ë ÒÂ‰ÌÂ„Ó
‰‡‚ÎÂÌËfl. êÓÚÓ ËÁ
ÒÔÂ˜ÂÌÌÓÈ ÒÚ‡ÎË Ò
ÎÓÔ‡ÒÚflÏË ËÁ
ÔÓÎË‡ˆÂÚ‡Îfl.

Mobil unit for oil transfer.
Noise levels less than 65 db.
Pressure switch with
                incorporated safety
                 valve.

åÓ·ËÎ¸Ì˚È ·ÎÓÍ ‰Îfl
ÔÂÂÍ‡˜ÍË Ï‡ÒÎ‡
ìÓ‚ÂÌ¸ ¯ÛÏ‡ ÏÂÌÂÂ 65 Ñ·
èÂÂÍÎ˛˜‡ÚÂÎ¸ ‰‡‚ÎÂÌËfl ÒÓ
‚ÒÚÓÂÌÌ˚Ï ÍÎ‡Ô‡ÌÓÏ
·ÂÁÓÔ‡ÒÌÓÒÚË.

Indipendent battery
version.
åÓ‰ËÙËÍ‡ˆËfl Ò
·‡Ú‡ÂflÏË

NOZZLES

An innovative dispensing nozzle specifically designed for the industry.
A wide array of accessories allows configuring for the most varied
requirements.
èËÒÚÓÎÂÚ ‰Îfl ‡Á‰‡˜Ë Ï‡ÒÎ‡ ÌÓ‚ÂÈ¯ÂÈ ÍÓÌÒÚÛÍˆËË,
ÔÓÏ˚¯ÎÂÌÌÓ„Ó Ì‡ÁÌ‡˜ÂÌËfl. òËÓÍËÈ Ì‡·Ó
ÔËÌ‡‰ÎÂÊÌÓÒÚÂÈ ÔÓÁ‚ÓÎflÂÚ ‡‰‡ÔÚËÓ‚‡Ú¸ ÔËÒÚÓÎÂÚ ‰Îfl
ÓÒÓ·˚ı ÔÓÚÂ·ÌÓÒÚÂÈ.

Filter.
îËÎ¸Ú.

Rubber protection.
êÂÁËÌÓ‚‡fl
Û‰‡ÓÁ‡˘ËÚÌ‡fl
Ì‡Ò‡‰Í‡.

Rigid spout
with anti-drip valve.
ÜÂÒÚÍËÈ Ì‡ÍÓÌÂ˜ÌËÍ
Ò Í‡ÔÎÂÛÎ‡‚ÎË‚‡˛˘ËÏ
ÍÎ‡Ô‡ÌÓÏ.

Flexible spout
with anti-drip valve.
ÉË·ÍËÈ Ì‡ÍÓÌÂ˜ÌËÍ Ò
Í‡ÔÎÂÛÎ‡‚ÎË‚‡˛˘ËÏ
ÍÎ‡Ô‡ÌÓÏ.

Swivel.
Ç‡˘‡˛˘ÂÂÒfl
ÒÓÂ‰ËÌÂÌËÂ.

Swivel
protectors

Color code handle and swivel protectors
ñ‚ÂÚÌ˚Â ÛÍÓflÚÍË.

To control the distribution of oil and other
high viscosity fluids. With oval gear system
for high accuracy measurement.
- Flow rates from 1 to 30 l/min.
- Accuracy – 0.5%.
- Operating pressure 70 bar.
ÑÎfl ÍÓÌÚÓÎfl Á‡ ÓÚÔÛÒÍÓÏ Ï‡ÒÎ‡ Ë ËÌ˚ı ÊË‰ÍÓÒÚÂÈ Ò ·ÓÎ¸¯ÓÈ
‚flÁÍÓÒÚ¸ .̨ ëËÒÚÂÏ‡ ËÁÏÂÂÌËfl Ó‚‡Î¸Ì˚ÏË ̄ ÂÒÚÂÌflÏË ‚˚ÒÓÍÓÈ
ÚÓ˜ÌÓÒÚË.
- èÓËÁ‚Ó‰ËÚÂÎ¸ÌÓÒÚ¸ ÓÚ 1 ‰Ó 30 Î/ÏËÌ.
- íÓ˜ÌÓÒÚ¸ ± 0,5%.
- ê‡·Ó˜ÂÂ ‰‡‚ÎÂÌËÂ 70 ·‡.

Oval gear meter
‡ÒıÓ‰ÓÏÂ Ò Ó‚‡Î¸ÌÓÈ ¯ÂÒÚÂÌÂÈ

NOZZLE METERS

Only K500: it is
possible to dispense
preset quantity up to
99.9 liters.
íÓÎ¸ÍÓ ‰Îfl ä500:
èÓÁ‚ÓÎflÂÚ Á‡‰‡Ú¸
ÓÚÔÛÒÍ‡ÂÏÛ˛ ‰ÓÁÛ ‰Ó
99,9 ÎËÚÓ‚.

Nozzle meters with a wide
array of extension available.
Ergonomic, easy to use ,
accurate .
- Flow rates from 1 to 30 l/min.
- Accuracy – 0.5%.
- Operating pressure 70 bar.
èËÒÚÓÎÂÚÌ˚È
‡ÒıÓ‰ÓÏÂ Ò ¯ËÓÍËÏ
Ì‡·ÓÓÏ Ì‡Ò‡‰ÓÍ.
ì‰Ó·Ì˚È, ÔÓÒÚÓÈ ‚
˝ÍÒÔÎÛ‡Ú‡ˆËË, ÚÓ˜Ì˚È.
- èÓËÁ‚Ó‰ËÚÂÎ¸ÌÓÒÚ¸
ÓÚ 1 ‰Ó 30 Î/ÏËÌ.
- íÓ˜ÌÓÒÚ¸ ± 0,5%.
- ê‡·Ó˜ÂÂ ‰‡‚ÎÂÌËÂ 70 ·‡.

In-line version.
Versione in linea.

The new dispensing nozzle design to
meter the amount of grease.
Weigth indication.
Resistant up to 500 bar.

çÓ‚˚È ÔËÒÚÓÎÂÚ, ‡Á‡·ÓÚ‡ÌÌ˚È
‰Îfl ËÁÏÂÂÌËfl ÓÚÔÛ˘ÂÌÌÓÈ ‰ÓÁ˚
ÍÓÌÒËÒÚÂÌÚÌÓÈ ÒÏ‡ÁÍË. àÌ‰ËÍ‡ÚÓ
Ï‡ÒÒ˚ ÓÚÔÛÒÍ‡ÂÏÓÈ ÒÏ‡ÁÍË. ê‡·Ó˜ÂÂ ‰‡‚ÎÂÌËÂ 500 ·‡.

FLUID MONITORING SYSTEMS

The new expandible and integrated
system to manage the oil distribution in
the workshop.From 1 to 384 dispensing
point.PC connected with dedicated
software.

çÓ‚‡fl
‡Ò¯ËflÂÏ‡fl Ë
ËÌÚÂ„ËÓ‚‡ÌÌ‡fl
ÒËÒÚÂÏ‡ ‰Îfl
ÛÔ‡‚ÎÂÌËfl
‡ÒÔÂ‰ÂÎÂÌËÂÏ
Ï‡ÒÎ‡ Ì‡
‡‚ÚÓÂÏÓÌÚÌ˚ı
ÔÂ‰ÔËflÚËflı.

USERS
UTENTI

The easier monitoring system,
especially designed for small
workshop
- up to 4 dispensing point.
- easy to install.
- easy to use.

èÓÒÚ‡fl ÒËÒÚÂÏ‡ ÒÎÂÊÂÌËfl
ÓÚÔÛÒÍ‡ Ï‡ÒÎ‡. ùÍÓÌÓÏË˜Ì‡fl,
ÒÔÂˆË‡Î¸ÌÓ ‡Á‡·ÓÚ‡ÌÌ‡fl
‰Îfl ÌÂ·ÓÎ¸¯Ëı ‡‚ÚÓÒÂ‚ËÒÓ‚.
- ÑÓ 4 ÚÓ˜ÂÍ Á‡Ô‡‚ÍË.
- ãÂ„ÍÓÒÚ¸ ÏÓÌÚ‡Ê‡ Ë ÔÓÒÚÓÚ‡
ËÒÔÓÎ¸ÁÓ‚‡ÌËfl.

Integrated pulser/valves group for the
managing of the single dispensing point in the
centralized distribution system. Supply AC/DC
12/24 V. Flow rates from 1 to 30 l/min.
Accuracy – 0.5%
àÌÚÂ„ËÓ‚‡ÌÌ˚È ÛÁÂÎ „ÂÌÂ‡ÚÓ‡
ËÏÔÛÎ¸ÒÓ‚/ÍÎ‡Ô‡ÌÓ‚ ‰Îfl ÛÔ‡‚ÎÂÌËfl
Ó‰ÌÓÈ Á‡Ô‡‚Ó˜ÌÓÈ ÒÚ‡ÌˆËÂÈ ‚
ˆÂÌÚ‡ÎËÁÓ‚‡ÌÌÓÈ ÒËÒÚÂÏÂ
‡ÒÔÂ‰ÂÎÂÌËfl. èËÚ‡ÌËÂ
ÔÂ./ÔÓÒÚ. ÚÓÍ‡ 12/24 Ç.
èÓËÁ‚Ó‰ËÚÂÎ¸ÌÓÒÚ¸
ÓÚ 1 ‰Ó 30 Î/ÏËÌ.
íÓ˜ÌÓÒÚ¸ ± 0,5%

Tank levels will hold no more secrets.
ìÓ‚ÂÌ¸ ÚÓÔÎË‚‡ ‚ ÂÁÂ‚Û‡Â ÌÂ ·Û‰ÂÚ ‰Îfl ‚‡Ò ÒÂÍÂÚÓÏ

Continuos tank level monitoring
system with high accuracy.
- Min. and Max. level
management.
- Interfaced with remote reading
system.
- Accuracy – 1%

ëËÒÚÂÏ‡ Ì‡·Î˛‰ÂÌËfl Á‡
ÛÓ‚ÌÂÏ ÚÓÔÎË‚‡ ‚
ÂÁÂ‚Û‡Â ‚˚ÒÓÍÓÈ ÚÓ˜ÌÓÒÚË
- ìÔ‡‚ÎÂÌËÂ Ï‡ÍÒËÏ‡Î¸Ì˚Ï
Ë ÏËÌËÏ‡Î¸Ì˚Ï ÛÓ‚ÌflÏË
- ÇÓÁÏÓÊÌÓÒÚ¸ Û‰‡ÎÂÌÌÓ„Ó
Ò˜ËÚ˚‚‡ÌËfl ËÌÙÓÏ‡ˆËË
- íÓ˜ÌÓÒÚ¸ +/-1%

5 mm pipe up to 50 m
5-ÏËÎÎËÏÂÚÓ‚‡fl ÚÛ·Í‡ ‰ÎËÌÓÈ ‰Ó 50 ÏÂÚÓ‚

Thanks to an interface you can connect up to 4 tank and send tank-level
measurements via cable to a PC located up to 1000 metres away.
ÅÎ‡„Ó‰‡fl ‚ÓÁÏÓÊÌÓÒÚflÏ ËÌÚÂÙÂÈÒ‡ Ç˚ ÏÓÊÂÚÂ ÔÓ‰ÒÓÂ‰ËÌflÚ¸
Í ÒËÒÚÂÏÂ ‰Ó 4-ı ÂÁÂ‚Û‡Ó‚, Ë ‰‡ÌÌ˚Â ÔÓ ËÁÏÂÂÌË˛ ÛÓ‚Ìfl
ÔÂÂ‰‡˛ÚÒfl ˜ÂÂÁ Í‡·ÂÎ¸ Ì‡ ÔÂÒÓÌ‡Î¸Ì˚È ÍÓÏÔ¸˛ÚÂ,
‡ÒÔÓÎÓÊÂÌÌ˚È Ì‡ ‡ÒÒÚÓflÌËË ‰Ó 1000 Ï

Installing close to the tank.
ÇÓÁÏÓÊÌÓÒÚ¸ ÛÒÚ‡ÌÓ‚ÍË ‚
ÌÂÔÓÒÂ‰ÒÚ‚ÂÌÌÓÈ ·ÎËÁÓÒÚË
ÓÚ ÂÁÂ‚Û‡‡

Installing far from the tank.
ÇÓÁÏÓÊÌÓÒÚ¸ Û‰‡ÎÂÌÌÓÈ
ÛÒÚ‡ÌÓ‚ÍË ÓÚ ÂÁÂ‚Û‡‡

Up to 4 tank - Fino a 4 serbatoi

EQUIPMENTS

To reply to the need for
extracting used oil with a simple
and clean operation
- up to 10 l/min
- noise less than 70 db.
ÑÎfl ÔÓÒÚÓÈ Ë ˜ËÒÚÓÈ
ÓÔÂ‡ˆËË ÔÓ ÒÎË‚Û
ÓÚ‡·ÓÚ‡ÌÌÓ„Ó Ï‡ÒÎ‡
- ÔÓËÁ‚Ó‰ËÚÂÎ¸ÌÓÒÚ¸ ‰Ó 10
Î/ÏËÌ
- ÛÓ‚ÂÌ¸ ¯ÛÏ‡ ÌËÊÂ 70 ‰Å.

The ideal tool for decontaminating
oil. In the application that requires
cleaned oil
- up to 30 l/min
- filtering capacity 10 
à‰Â‡Î¸Ì˚È ‡ÔÔ‡‡Ú ‰Îfl
ÙËÎ¸Ú‡ˆËË Ï‡ÒÎ‡ Ú‡Ï, „‰Â
ÚÂ·ÛÂÚÒfl Ó˜Ë˘ÂÌÌÓÂ Ï‡ÒÎÓ
- ÔÓËÁ‚Ó‰ËÚÂÎ¸ÌÓÒÚ¸ ‰Ó 30 Î/ÏËÌ
- ÚÓÌÍÓÒÚ¸ ÙËÎ¸Ú‡ˆËË 10 ÏËÍÓÌ

The components for a
more efficient and
cleaner workshop.

é·ÓÛ‰Ó‚‡ÌËÂ ‰Îfl
ÔÓ‰‰ÂÊ‡ÌËfl
˝ÙÙÂÍÚË‚ÌÓÒÚË Ë
˜ËÒÚÓÚ˚ ‚ ÔÓÏÂ˘ÂÌËË.

PTO compressor with
incorporated manometer and
adjustable safety valve, provided
for a constant air flow.
ÅÂÁÏÓÚÓÌ˚È ÍÓÏÔÂÒÒÓ
ÔÓ‰ÒÓÂ‰ËÌflÂÚÒfl Í ÚÓ˜ÍÂ

ÓÚ·Ó‡ ÏÓ˘ÌÓÒÚË Ì‡
Ú‡ÍÚÓÂ, Ó·ÂÒÔÂ˜Ë‚‡ÂÚ
ÌÂÔÂ˚‚ÌÛ˛ ÔÓ‰‡˜Û
‚ÓÁ‰Ûı‡. ÇÒÚÓÂÌÌ˚È
Ï‡ÌÓÏÂÚ Ë
ÔÂ‰Óı‡ÌËÚÂÎ¸Ì˚È ÍÎ‡Ô‡Ì.
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Protezione
raccordo girevole.

PUMPS and COMPRESSORS

Rotary self priming designed for direct connection to power
socket on any tractor
- up to 300 l/min
- from 10 to 30 bar.
êÓÚ‡ˆËÓÌÌ˚Â
Ò‡ÏÓÁ‡ÎË‚‡˛˘ËÂÒfl Ì‡ÒÓÒ˚
‰Îfl ‚Ó‰˚, ÔÓ‰ÍÎ˛˜‡ÂÏ˚Â
ÌÂÔÓÒÂ‰ÒÚ‚ÂÌÌÓ Í ÚÓ˜ÍÂ
ÓÚ·Ó‡ ÏÓ˘ÌÓÒÚË Ì‡ Ú‡ÍÚÓÂ.
- ÔÓËÁ‚Ó‰ËÚÂÎ¸ÌÓÒÚ¸ ÔÓ‰‡˜Ë
‰Ó 300 Î/ÏËÌ
- ‡·Ó˜ÂÂ ‰‡‚ÎÂÌËÂ ÓÚ 10 ‰Ó
30 ·‡.

çÄëéëõ èàëíéãÖíõ ëàëíÖåõ åéçàíéêàçÉÄ íÖäìóàï ëêÖÑ

éÚ 1 ‰Ó 384 Á‡Ô‡‚Ó˜Ì˚ı ÚÓ˜ÂÍ.
ÇÓÁÏÓÊÌÓÒÚ¸ ÔÓ‰ÒÓÂ‰ËÌÂÌËfl
            Í èä ÒÓ ÒÔÂˆË‡Î¸ÌÓÈ ÔÓ„‡ÏÏÓÈ.

éÅéêìÑéÇÄçàÖ çÄëéëõ à äéåèêÖëëéêõ
èàëíéãÖíçõÖ
êÄëïéÑéåÖêõ


